
PROFESSIONAL

FS8031

TETHER LOOP - MAX 5KG/ 11 LBS

FS8031 is a fastening point for tools, for insertion into tool handle holes,
where available, allowing its extension and greater angle for connection to
a tool holder, for example. It has a maximum working capacity of 4 kg and
reduces the risk of lost and damaged tools.

TECHNICAL INFORMATION

LIFESPAN N/A

MAXIMUM LOAD N/A

INSPECTION N/A

TRACEABILITY N/A

STANDARDS N/A

INTRASTAT 73269098
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SPECIFICATIONS

MATERIAL Wire steel 3mm

LOCK TYPE Screw lock

DIMENSIONS 150mm

WEIGHT PER SIZE | EAN PER SIZE FS8031 - 0.03kg - 5605423809428
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PROFESSIONAL

FS8031

TETHER LOOP - MAX 5KG/ 11 LBS

FS8031 é um ponto de fixação para ferramentas, para introdução nos
furos dos cabos das ferramentas, quando existentes, permitindo a sua
extensão e maior ângulo para coneção a um porta-ferramentas, por
exemplo. Tem uma capacidade máxima de trabalho de 4 Kg e reduz o
risco de ferramentas perdidas e danificadas.

Informação Técnica

TEMPO DE VIDA ÚTIL N/A

CARGA MÁXIMA N/A

INSPEÇÃO N/A

RASTREABILIDADE N/A

NORMAS N/A

INTRASTAT 73269098

Imagens do Produto
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ESPECIFICAÇÕES

MATERIAL Fio de aço de 3 mm

TIPO DE FECHO Screw lock

DIMENSÕES 150mm

PESO POR TAMANHO | EAN POR TAMANHO FS8031 - 0.03kg - 5605423809428
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